v

{) ;ﬁ

Hanford Office

HGLP-LDR-235, Rev. 0

699-50-56 (C5197)

Log Data Report
Borehole Information:
Borehole: [699-50-56 Well ID: C5197 [Site:  |200E North Side
North East Elevation Depth Reference Total Depth (ft)
TOC 159.4
Log Run Information:
Logging System: Borehole Deviation |M0del: DG69-0901-4 #0001
Effective Calibration |1/21/2008 Calibration Reference: HGLP-CC-026
Logging Procedure: HGLP-PRO-005, Rev. 0
Log Date: | 7/15/2008 |Engineer: | MJ LEGLER [Start File: [699-50-56.raw  |Finish File: [699-50-56.rpt
Measured | Course Course Closure Rectangular Dogleg Closure | Vertical
Depth Inclin. Direction Direction TrueVert. Coordinates Severity Distance | Section
(feet) fromVert. (deg) (deg) Depth (feet)] +N/-S | +E/-W °/100 f (feet) (feet)
0 0.38 102.4 0 0 0 0 0 0 0
20 1.4 33.6 46.53 20 0.19 0.2 6.6 0.28 0.2
40 2.49 25.5 33.61 39.99 0.79 0.52 5.6 0.94 0.8
60 3.69 23.3 28.56 59.96 1.77 0.96 6 2.01 1.8
80 4.92 18.5 25.14 79.9 3.17 1.49 6.4 3.51 3.2
100 5.59 15.4 22.3 99.82 4.93 2.02 3.6 5.33 4.9
120 6.03 13 20.05 119.71 6.89 2.51 2.5 7.33 6.9
140 7.48 10.1 17.95 139.57 9.19 2.98 7.5 9.67 9.2
160 7.57 8.4 16.11 159.4 11.78 3.4 1.2 12.26 11.8
160 7.54 8.1 16.11 159.4 11.78 3.4 1.2 12.26 11.8
Analysis Notes:
[Analyst: [Legler [Date: 7/15/2008|
Centralizers were not installed

List of Log Plots:
Borehole Deviation
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